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I. INTRODUCTION

The primary objective of this research task was to determine the displace-
ment range of laser speckle ‘interferometry. Interferometry utilizes light
interference phenomena for non-destructive, sensitive determinations of in-
plane displacements., The displacement data can be differentiated to obtain
strains which can in turn be correlated with shearing stresses [1].

The laboratory setup for preparation of the interferograms utilized an
argon laser as a coherent light source to illuminate the specimen. The inter-
ferograms were prepared by double exposure photography techniques. Analysis of
the interfcrograms employed a computer aided scanning system that was developed
primarily for evaluation of speckle interferometric data.

e

' Conventional techniques of measuring surface strain and displacement data

: ' utilize strain gages, dial gages and various other electromechanical sensing
devices. Although such methods are extremely accurate, information is limited
to very small regions [2]. These techniques are ideal for homogeneous materials;
however, nonconverntjional applications are required for anisotropic nonhomogen-
eous materials such as composites. Laser speckle interferometric data provides
the investigator with non-contact full-field information over an entire region
of interest.

! II. OPTICAL TEST SETUP AND PROCEDURE

4 The experimental test arrangement used to determine the interferogram
range is shown in Figures 1 and 2. A Spectra Physics argon laser adjusted at
0.50 watts was used as a coherent light source to illuminate the specimen. A
double exposure photography technique using AGFA - GEVAERT Holotest 10E-56
glass film plates was used to prepare the interferograms, The interferograms
were developed with conventional photography techniques.

Figure 3 shows the specimen setup used in speckle range determination.
The translation stage was positioned on a vibration free table by means of a
magnetic base. A lens positioner assembly was mounted on the tramnslation
table with 2 polished steel rods 1.27 cm in diameter. A mounting block
extending from the lens positioner contained 2 small steel rods on which the
f ; . rotation stage was mounted. The specimen was attached to a small block that was
) bolted on the rotation table.

|
!
| Three people were involved in preparing a complete set of interferograms.
' One person rotated the specimen between each exposure by means of a micrometer
f control, Another person on the optics side of the setup shielded the lens
ﬁ between each exposure so as not to destroy the interferograms. A third person
: monitorsed the remote shutter control, timer, and lights. The complete inter-
1 ‘ferogram preparation process was done in the dark. Any leakage bf white light
| on the film plate would destroy the interferogram.

A double exposure photography technique was utilized to make the inter-
P ¥ ferograms. The first exposure was made with the specimen rotated 0.05° from
' a center reference point. Next the camera lens is covered to prevent over-
exposure of the film plates; the specimen is rotated 0.10° and a second
exposure is taken. The time required for each exposure is four seconds.

- - - - - - e e a —
e .
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Figure 1. Experimental test setup (sketch).




Figure 2. Experimental test setup (photo).




I'I. DATA ANALYSIS
A. Computer Scan System

The experimental displacement data was collected by the interfero-
metric analysis system shown in Figure 4. This system utilizes an optical
setup and computer hardware which was developed primarily for applications in
speckle interferometric data analysis. The interferograms were placed in a
viewing window of the x~y translation table and reilluminated by a HeNe laser
beam. The illumination produces a fringe pattern on a diffuser screen which
included a 360  protractor used to measure the displacement angle of the
fringes. The displacement of the region illuminated is inversely proportional
to the spacing between fringes. The direction of displacement is along an
axis orthogonal to the fringe orientation. A typical fringe pattern is shown
in Figure 5.

A very small region of the interferogram is illuminated and, there-
fore, the data yields the displacement at a point. In order to obtain a
complete description of the surface, the interferograms were scanned by the
x-y translation table using the coordinate system shown in Figure 6. The
translation stage is capable of 0.0025 cm incremental movements with a
0.00025 cm repositioning accuracy. The location of the desired point on the
interferogram was controlled by translation stage stepping motors which were
in turn controlled by the computer, The computer program used to control the
scan pattern and calculate the displacements appears in the Appendix.

B. Displacement Determination
1, Analytical Considerations

A sketch of the geometry utilized to analytically determine
the displac-ment is presented in Figure 7.

Equidistant rotation of length T about a center point produced
an isosceles triangle which could be analyzed with the law of sines formulation
as given by Leithold [3]. The angle of rotation was detecrmined by turning
the micrometer 7.9 microns per 0.10° while making the interferograms. With
two sides and an angle known, the displacement can now be determined.

L T
SIN a SIN 8

SIN o
SINB T

Displacement
Angle of Rotation

180° - (90° + )
Length of axis of rotation




Computer analysis system.
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Experimental Considerations

A computer aided scanning system was utilized to analyze the
interferograms experimentally., The interferograms were placed on an x-y
translation table controlled by a computer program. The scanning setup used
to project halos of the interferograms onto a diffuser screen is shown in
Figure 8. The computer controlled translation table housing the interfero-
gram was moved in a raster pattern through a stationary laser beam. Fringe
spacing and the angle of orientation at each data point were entered into
the computer which in turn calculated the displacements from:

mfs

g = 5 (3)
where Ue = Experimental inplane displacement

D = Spacing between fringes

m = Fringe order

f = Distance from interferogram to

analyzer screen
s = Film scale factor
A = Wavelength of laser light

he complete derivation of Equation (3) appears in Mullinix [4]. The vertical

and horizontal components of displacements were also determined from:

mifs
Uy = 3 cos 9 4
_ mifs .
Uy = T sin 9 (5)

The wavelength of the HeNe laser used in the interferometric analysis is
. 128%. The film scale factor is found by dividing the true length of the
specimen by the image length on the interferogram. The computer programs
utilized in the analysis appear in the Appendix.

[N RESULTS

The primary purpose of this research project was to determine the
smarimum and minimum effective range of laser speckle interferometry. The
miximum range determined by the method described was 35149,0 ucm with an
error of 1.627 from the analytical value. The minimum range was found to be
H.85.8 1 ¢m with an error of 3.037. The average error, or total coefficient
of variation for analytical and experimental values of all points scanned
{iables 1 through 3) was 5.967%. This error could be attributed to dis-
crepancies in angular rotation of the specimen, inaccurate measurements taken
tor computer scan program, and reader error.

Horizontal scan plots (Figures 9 through 12) indicate that there is a
dircet relationship between angle of rotation and amount of displgcement. o
ligure 9 shows that, as the angle of rotation increases from 0.10° to 0.20

14
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TABLE 1. VERTICAL SCAN DATA SRD-39 (0,10 ROTATION)

Y Ug - ucm COEggICIENT
ggﬁﬁg?cm) ANALYTTCAL | EXPERIMENTAL] DEVIATION |VARIATION
0.000 - - - -
. 254 - - - -
.508 887 686 201 22.68
0.762 1330 1308 22 1.66
1.016 1773 1731 43 2.40
1.270 2217 2295 79 3.43
1,524 2660 2678 18 0.67
1.778 3103 3308 205 6.20
2.032 3546 3800 254 6.67
2.286 3990 4105 115 2.80
2.540 4433 4535 102 2.26
2,794 4876 5160 284 5.50
3.048 5320 5624 304 5.40
3,302 5763 5798 35 0.60
3.556 6206 6539 333 5.09
| .810 6650 6858 209 3.04
4 .064 7093 7210 117 1.62
4,318 7536 7600 64 0.84
4.572 7979 7811 169 2.12
4.826 8423 8270 153 1.81
5.080 8866 9071 205 2.25
5.334 9309 9532 223 2.33
5.588 9753 10415 662 6.35
5.842 10196 10815 619 5.72
6.096 10639 11027 388 3.52
6.350 11083 11637 555 4.76
6.604 11526 11966 440 3.67
6.858 11969 13390 1421 10.61
7.112 12413 13390 978 7.30
7.366 12856 14060 1204 8.56
7.620 13299 14800 1500 10.14
7.874 13742 14420 678 4.70
8.128 14186 15200 1014 6.67
8.382 14629 15622 993 6.35
8.636 15072 15622 549 3.52
8.890 15516 16541 1025 6.20
9.144 15959 17042 1083 6.35
9.398 16402 17575 1172 6.67
9.652 16846 18746 1901 10.14
9.906 17289 18746 1457 7.77
0,16 - - ~ -
20
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TABLE 2. VERTICAL SCAN DATA SRD-40 (0.15° ROTATION)
Y Y ~ M COEFFICIEN]
CENTER oF
SCAN (cm) |ANALYTICAL |EXPERIMENTAL DEVIATION | %
0.000 - - - -
0.254 665 686 20.8 3.03
0.508 1330 1339 9 0.69
0.762 1995 2045 50 2.45
1.016 2660 2616 44 1.66
1.270 3327 3308 19 0.57
1,524 3990 3800 190 4.76
1.778 4655 4610 45 0.97
2.032 5320 5021 299 5.61
2.286 5985 5514 471 7.87
2.540 6650 6113 537 8.07
2.794 7315 6695 620 8.47
3.048 7980 7921 59 0.74
3.302 8645 8034 611 7.06
3.556 9310 8394 916 9.84
3.810 9975 9071 904 9.06
4.064 10640 9696 943 8.87
4.318 11305 10815 498 4.33
4.572 11970 11248 722 6.03
4.826 12635 11248 1387 10.98
5. 080 13299 11966 1334 10.03
5.334 13964 12497 1467 10.51
5,588 14629 11966 2664 18.21
5.842 15294 13079 2216 14.49
6.096 15959 13390 2569 16.10
6.350 16624 14060 2565 15.43
6.604 17289 14060 3230 18.68
6.858 17954 14800 3155 17.57
7.112 18619 15200 3420 18.37
7.366 19284 16068 3216 16.68
7.620 19949 17042 2907 14.57
7.874 20614 18141 2473 12.00
8.128 21279 18746 2533 11.90
8.382 21944 20085 1859 8.47
8.636 22609 20085 2524 11.16
8.890 23274 21630 1644 7.06
9.144 23939 22495 1444 6.03
9.398 26604 24452 152 0.62
9,552 25269 24452 817 3.23
9.906 25934 25563 371 1.43
10.16 - - - -




TABLE 3. VERTICAL SCAN DATA SRD-41 (0.20° ROTATION)
Y Ug - wem COEFFICIEN
T
CENTER OF
SCAN (cm) |ANALYTICAL [EXPERTMENTAL|DEVIATION |VARIATION

0.000 - - _ -
0.254 887 781 106 11.91
0.508 1773 1814 41 5.73
0.762 2660 2744 84 3.05
1.016 3547 3559 13 0.36
1.270 4433 4228 205 4.62
1.524 5320 4890 430 8.07
1.778 6207 5739 468 7.54
2.032 7093 7030 63 0.89
2.286 7980 7600 380 4.76
2.540 8866 8270 596 6.72
2.79 9753 9373 380 3.89
3.048 10640 10815 176 1.62
3.302 11525 11248 278 2.41
3.556 12413 11477 936 7.54
3.810 13299 12497 802 6.03
4.064 14186 13390 796 5,61
4.318 15073 14800 273 1,81
4.572 15959 16068 109 0.68
4.826 16846 18141 1296 7.14
5,080 17733 18746 1014 5,41
5.334 18619 19393 773 3.99
5.588 19506 18746 760 3.89
5.842 20392 20085 307 1.51
6.096 21279 21630 351 1.62
6.350 22166 24452 2286 9.3¢
6.604 23052 23433 380 1.62
6.858 23939 264 32 513 2.10
7.112 24826 26780 1955 7.30
7.366 25712 26780 1068 3.99
7.620 26599 28119 1520 5.41
7.874 27485 28119 634 2.25
8.128 28372 29599 1227 4,15
8.382 29259 29599 340 1.15
8.636 30145 31244 1098 3.52
8.890 31032 33082 2050 6.20
9.144 31919 33082 1162 3,51
9.398 32805 33082 276 0.84
9.652 33692 33082 610 1.84
9.906 34579 35149 571 1.62
10.16 - - - -
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at a fixed Y = 1,27 c¢m value, there is a proportional increase in the dis-
placements. 1In addition, it is seen that the displacements are symmetrical
about the center line of the specimen, which is located where the fringe angle
is zero. Data for these plots are displayed in Tables 4 through 9.

V. SUMMARY AND CONCLUSTONS

The laser speckle interferometric range was determined by applying an
optical process that utilizes a coherent laser light source for precise
determination of linear inplane displacements. The analysis of the interfero-
grams was accomplished by a computer aided scanning system designed primarily
for evaluating interferometric data. This nondestructive, highly sensitive
method of analysis is extremely accurate and provides the investigator with
full-field displacement data. A full-field reconstructed optical Fourier
transtorm image of the displacement region can also be produced by this
technique.

For this research task, a compositc test specimen was scanned both
vertically and horizontally at four specified regions. The maximum and
minimum displacement was determined to be 35149.0ucm and 685.8ucm, respectively.
Horizontal scan evaluation indicated that the rotational angle and the amount
of displacement increase proportionally. This research exercise demonstrates
the capability to capture deformation uader load of rotating objects such as
helicopter blades and high speed turbine vanes. A pulsed high energy coherent
light source and high resolution multiple exposure film would be required to
capture the interferometric data. The interferogram could be investigated
woth qualitutively for anomalies in the structures as well as quantitatively
to provide deformation under load profiles for engineering design applications.

Attempts have been made by Swinson {5] to increase the effective range
of laser speckle interferometry coupled with accoustical interferometry through
sandwiching techniques. The technique introduces a rigid body shift into the
deformed state of a test object to increase the number of readable fringes;
after which, the rigid body effects are subtracted out of the analysis.
There is a definite need for rapid advancement in the state-of-the-art of laser
speckle interferometry to include the most advanced methods of computer
analysis and optical image processing.

23

- ol [




0" Cz- 6082- €569 86%. |  6°8%- wELT- 3:1%4 829¢ v7s 1~
0°81- g1€e- 9769 v0€L 0" yy- z1€2- 76€ 8CEE 0.7 1-
0°61- 6181~ 06.9 0£0! 0" 1y- 050z~ 86¢€T ALY 910" 1-
0°11- 17e1~ 1069 0€0L 0°6¢- 0.91~ 7902 €€92 79170~
S - $68 -| 0089 8589 0°¢z- £€01- 912¢ Sv9T 806 "0~
$'g - 66€ my LZS9 6£59 0 %1~ zLs - €622 £9¢7 %$2°0-
0°0 00 6%29 6729 0°¢ - 811 - 9422 642 000°0
0% 95y %259 6£59 0" 11 62% 8022 6922 %620
0°¢ 9¢8 £089 8589 0° %t €56 1912 X154 806°0
0°11 €671 1599 | 9LL9 0" €€ AR %61 9192 79L70
061 €491 | Y929 ﬁ %949 0°6¢ $18T 18744 7881 910°1
S 81 9L1C ﬂ 7059 8589 09y 8627 8€€T 162€ 0LT T
, §°€2 §182 2199 012¢ 0°6% BELT 18¢€2 829¢ %2571
o Anms Amwa Ew_s 5 Ew% Emmv Ema EMV
w> 18°¢ we /71 A

(NOLLV10Y oca.cv 6€~4S VIVA NVDS TVINOZIYOH % J14VL

24




0°01- 6ece- 19481 9%(81 0" %1- $h8z- 01911 99611 VIAE
0'8 - 9%ye- t0%L1 SLSLT $TeT- 9tGC- 6en11 9TLT11 0L2° 1~
0°¢ - T122- 90081 17181 S$°0T1- 1872~ S9LTT 99611 910" 1~
0's - S8Y1- L1691 ¢70L1 S°L - 86%1- 6LLTT LLYTT ¢9L70-
0°¢ - 0¢6 - 08SLT SLSLT 0'9 - 9L11- 9811I 8v¢1t 80570~
0'¢ - €19 - 796 L1 SLSLT 0°¢ - 109 - 29911 LLy1l %6l 0=
070 00 %691 182°PA! 0°1 - 00z - 9L911 LL9TT 000°0
S 1 09v 896/L1 SLGLT ST T0¢ | AR LLT1T %6270
S°¢ tL01 [ALTAN SLSLT 0°g 786 S860T L2011 80670
0°% S971 L6081 I%181 0°9 9411 98111 8%7C11 ¢9L°0
S°¢ L6/L1 09981 80661 0°8 G961 8L111 8%C1T 910° 1
08 6697 %0C61 £6€61 0°11 061¢ 99¢11 LLyit 0i2°1
<8 6.0¢ 0090¢ 62807 091 $68¢C 01911 99611 VIARR!
o (won) (won) (won) ] (wor) (won) (wd) (wd)
Ap Hp n ¢ Ay [ n X
us 68°8 w2 6e°9 A
(NOILV.IOY oo.ﬁ.ov 6€-UY¥S VIVA NVOS TVINOZIMOH "¢ 3149Vl

25




0°2z- €1zY- 62901 85211 - - - - AN
61~ 019¢- S6101 1801 0" Ly- 98Y€- 0sze 99,y | o0LZ°1-
0°¢T- 9vLe- 67201 11901 0" Ty- 8E8Z- <9z¢ 9zey | 910°1-
0°z1- €622~ 98.01 LT0TT 0°g¢- 952z~ 444 €66€ | 79L70-
U 0T= TYIT- 0686 €001 0" rz- T69T- 61EE vZle | 80570-
Ty - €L - 616 6126 0°8T- €01~ zoge L% | vszo-
0700 00 LT68 L268 <8 - €8y ~ Ax43 0£Z¢ | 00070
33 0zs <08 128 0°8 197 9L2€ 80EE | Sz 0
T eIl T668 TI06 0761 €011 €0Z€ 88€C | 8050
TToT ELT [II8 (768 0762 €681 9Tv¢ 906¢ | z9L°0
ST 80€T 9268 6126 0°s¢ 9sze 4443 €e6c | 91071
0" LT 812 SIT6 2€56 0° 1Y 2882 91¢€€ w6ty | ozl
0°ze 2€9¢ 0668 9696 S 9v 00%¢ 9zze £89% | wzs'1
- n
o AMMJV AMNJV Asm;v o Aﬁm:v AMM;V Asm ) Aemv
w 18°¢ us 771 x
(NOILIVLOY 0ST70) 0%-G¥S VYIVA NYOS IVINOZIMOH 9 314Vl

26




$'6 9¢0%- 911%¢ AN AL § et- 18€€- 16¢S1 2C9s1 KA
S8 e kA% GL1te tEved 0°01- €L~ G8EST <7961 0Le°1-
0'9 6%7%C- 70€ee £erel $'8 - 60¢¢- 06951 ¢79S1 910° I~
'y S9L1- 9¢wie s6%¢e 0" ¢ - 7061~ 60ss1 ¢e9sT ¢9L70-
$'c 606 - 6080¢ 6280¢ vty - ceot- 79441 00871 806 °0-
¢'1 806 - 98e61 £6e6T 0°¢ - €0s - Ti%91 0Zyy1 %6270~
0°'0 000 6¢80¢ 6280¢ S*0 9¢1 AL At 0wyt 000°0
$'T 99¢ €C91¢ 0£91¢ 0°¢ 9¢¢L 07091 090%1 VAYAY
¢ Tevt 68LEC 1 3R ANA Sy TETT 9LE91 0THvl 80670
<y 900¢ v8YST £966¢ 0°8 L00¢ 08271 0evyl 9,70
€9 et 8099¢ 08.9¢ 0-0T1 %06¢ T0Z%1 Akl 910°1
¢'8 96 1Y 018L¢ 6118¢ 0" 1T %e8¢ 825yl 008%1 0L2°1
0T v6¢S 70T6C 66567 0" %1 08G¢ 09¢v1 00891 KZARE
(wo) (wdrt) (won) (uiom) (won) (uor) (wd)
© Ap Hp n v A Hp n X
w> 68°8 uo et 9 X
(NOLLVLOY _S1°0) 0%-Q¥S VIVU NVOS TTVINOZI¥OH ~ [ d14VL

21




A e o

0°12- LYy9S- 06191 00281 S 0%~ LSES- 91YYy €969 AN &
0°61- 818%- £66¢€1 008%1 S GY- 865 Y- 6LYY 16€9 0L2° 1~
0°91- 6L0%- 9zzH1 008%1 0°6¢- 6€5€- 1LEY %29S 9101~
S'T1- £v0e- 9ZL¢1 090%T Sree- TLL2- L8TY 1206 79L°0-
g - 1202~ 995¢1 LTLET S - ¥9L1- 65¢% 019% 805 0-
Sy - 9201~ 8€0¢E T 670€T 0701~ €97 - ey v6EY %G¢ 0~
0°0 000 L6921 L6421 0°0 000 9z¢Yy 9zeYy 000°0
S'¢ 86/ %S0€ 1 6L0€1 0°6 £99 802% 192% %620
S8 Ly81 09€21 L6921 0°2¢ €1LT 6€TY TLsY 8050
0°2Z1 ¥8L1 860¢1 06€€1 0°2¢ 5897 L6TY 190S 29L°0
Sl z82¢ 149€T 090%1 0°6€ 9€EvE 2747 09%S 910" 1
S 81 969% SEOYT 008Y1 S Gy £60% ze0Y 6€LS 0L2°1
Szt 8.66 €EVNT 77951 S8y LETS SHSY 8589 VA

o Aswmv Asmmv Asumv 6 Aswmv Amm:v Aem:v Asmv

wo 1g°¢ w /Z°1 x

(NOLLV10¥ o0C70) Tv-a¥S VIVQ NVIS TVINOZ I¥OH

'8 379Vl

28

vv
W
w ;




TABLE 9. HORIZONTAL SCAN DATA SRD-41 (0.200 ROTATION)
Y 6.35 cm
X

(em) (Hcm) (ng) (S\clm) e
1.524 25563 24957 5533 12.5
1.270 23433 23040 4270 10.5
1.016 21630 21364 3384 9.0
0.762 20085 19935 2448 7.0
0.508 18746 18675 1634 5.0
' 0.254 18746 18743 327 1.0
0.000 18746 18743 - 327 - 1.0
[ -0.254 19393 19356 -1184 - 3.5
| -0.508 19393 19303 -1859 - 5.5
-0.762 21630 21512 -2261 - 6.0
-1.016 22495 22218 -3519 - 9.0
-1.270 23433 22962 -4672 -11.5
-1.524 24452 23383 -7149 -17.0

NOTE: Data at 8.89 cm out of range.




APPENDIX

¢ COMPUTER CODES




Program Name:

Program Function:

Input:

Output:

e o

SCAN

To evaluate interferograms, compute horizontal and
vertical components of displacement as well as total
displacement.

1)
2)
3)

4)

5)
6)

1)
2)
3)
4)

Y T T R I T o e

Stage to be advance - x-direction or y-direction

Stage Increment - Distance moved between scan points

Film scale factor - Ratio of real object to image on
interferogram

Distance to diffuser screen - Distance from interferogram
to diffuser screen

Displacement ~ Distance measured manually between fringes
Angle - Angle of orientation of fringes

Total Distance from Initial Scan Point
Total Displacement

Horizontal Component of Displacement
Vertical Component of Displacement
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COMMON DD (2,200)
WRITE(5,1)

1

2

17

10

11

12

13

14

15

16

FORMAT ('MANUAL YOUNG FRINGE ANALYZER')
WRITE(S,2)

FORMAT ('STAGE TO BE ADVANCED? 0=X, 1=Y)')
READ(5,3) 1A

FORMAT(I1)

WRITE(5,4)

FORMAT( 'STAGE INCREMENT?')
READ(5,5) IC

FORMAT(I14)

WRITE(S,6)

FORMAT('FILM SCALE FACTOR?')
READ(5,7) SF

FORMAT(F10.0)

WRITE(5,17)

FORMAT('DISTANCE FROM INTERFEROGRAM TO DIFFUSER SCREEN?')
READ(5,7) X

1CC=0

1CC=1CC+1

1CP=1CC-1

WRITE(S,9)

FORMAT ( 'DISPLACEMENT? ')
READ(S5,7) D

WRITE(S,10)

FORMAT( 'ANGLE? ")

READ(5,7) ‘A
A=A*3.14159/180.

1F(D.EQ.0) GOTO 13
IF(D.LT.0) GOTO 15
U=(SF*.0000249133*X)/D
Ul=U*COS (A)

U2=U*SIN(A)
H=FLOAT((ICC-1)*IC)*.001
WRITE(5,11) H,U,Ul,U2
FORMAT(3H H=,F10.3,5X,2HU=,F12.6)
13HU1=,F12.6,5%X,3HU2=,F12.6)
pD(1,1CCY=U1

pD(2,1CCY=U2

GOTO 14

DD(1,1CC)=0.

DD(2,1CC)=0.

IF(1A.EQ.1) CALL YADV(IC,S)
IF(IA.EQ.0) CALL XADV(IC,5)
GOTO 8

1CC=(1-1CC)YIC

IF(IA.EQ.1) CALL YADV(ICC,5)
IF(IA.EQ.0) CALL YADV(ICC,5)
WRITE(5,16)

FORMAT( 'ANALYSIS ENDED')

5 IOP

FND
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SCAN PROGRAM (CONTINUED)

SUBROUTINE YADV(IS,IR)
IS=NO. STEPS (4+=FWD,-=REV)
IR=ADVANCE RATE OF STAGE
X=0

IF(IS.GT.0) GOTO 3
IF=IABS(IS)

DO 2 1=1,IP,1

CALL IPOKE("167772,"020000)
DO 7 K=1, IR,1

YSIN(X)CALL IPOKE ("167772,"000000)
DO 1 J=1,IR,1

Y=SIN(X)

CONTINUE

GOTO 6

CONTINUE

DO 5 1I=1,I1S,1

CALL IPOKE('67772,"010000)
DO 8 KK=1,IR,1

Y=SIN(X)

CALL IPOKE("167772,"000000)
DO 4 JJ=1,IR,1

Y=SIN(X)

CONTINUE

CONTINUE

RETURN

END




SUBROUTINE XADV(IS,IR)
1S=NO. STEPS (+=FWD,-=REV)
IR=ADVANCE RATE OF STAGE
X=0

IF(IS.GT.0) GOTO 3
IP=TABS(IS)

po 2 1=1,1P,1

CALL IPOKE("167772,'100000)
DO 7 K=1,1R,1

Y=SIN(X)

CALL IPOKE('167772,'000000)
po 1 J=1,1IR,1

Y=SIN(X)

CONTINUE

GOTO 6

CONTINUE

DO 5 II=1,1IS,1

CALL IPOKE("167772,"040000)
DO 8 KK=1,1IR,1

Y=SIN(X)

CALL TPOKE(™167772,'"000000)
DO 4 JJ=1,1R,1

Y=SIN(X)

CONTINUE

CONTINUE

RETURN

END

SCAN PROGRAM (CONTINUED)
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Program Name: Move

Program Function: To move translation stage and interferogram to initial
scan position

Input: Input X,Y ~Four digit value for positive or negative
movement in X and Y directions

F Output: Motion of translation stages
1 0.0025c¢m Incremental Movements
! 0.00025cm Reposition Accuracy

. 3 WRITE(S5,1)
1 FORMAT('INPUT X,Y-214')
READ(5,2) IX,IY
2 FORMAT(214)
IF(IX.EQ.0.AND.IY.EQ.0) GOTO 4
CALL XADV(IX,S)
CALL YADV(IY,5)
GOTO 3
4 CONTINUE
STOP
END
SUBROUTINE YADV(IS,IR)
c 1S=NO. STEPS (+=FWD,-=REV)
IR=ADVANCE RATE OF STAGE
X=0.
IF(IS.GT.0) GOTO 3
IP=IABS(IS)
DO 2 I=1,1P,1
CALL TPOKE(''167772,'020000)
DO 7 K=1,IR,1
7 Y=SIN(X) '
CALL IPOKE("167772,"000000)
DO 1 J=1,IR,1
Y=SIN(X)
2 CONTINUE
GOTO 6
3 CONTINUE
DO 5 II=1,IS,1
. CALL IPOKE('167772,"010000)
DO 8 KK=1,IR,1
8 Y=SIN(X)
CALL IPOKE(''167772,"000000)
DO 4 JJ=1,IR,1
4 Y=SIN(X)
5 CONTINUE
6 CONTINUE
RETURN
END
SUBROUTINE XADV(IS,IR)
C  1S=NO. STEPS (+=FWD,-=REV)

O i - 7 g T g

=
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MOVE PROGRAM (CONTINUED)

IR=ADVANCE RATE OF STAGE
X=0

IF(IS.GT.0) GOTO 3
IP=IABS(IS)

po 2 I=1,1P,1

CALL IPOKE("167772,'"100000)
DO 7 K=1,IR,1

Y=SIN(X)

CALL IPOKE('"167772,'000000)
DO 1 J=1,1R,1

Y=SIN(X)

CONTINUE

GOTO 6

CONTINUE

po 5 11=1,1S,1

CALL 1POKE("167772,"040000)
DO 8 KK=1,IR,1

Y=SIN(X)

CALL IPOKE("167772,'GG0000)
DO 4 JIJ=1,IR,1

Y=SIN(X)

CONTINUE

CONTINUE

RETURN

END
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